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NOTE: Delete, revise, or add to the text in this
section to cover project requirenents. Notes are
for designer information and will not appear in the
final project specification.

Thi s broadscope section covers single-glass lights
set in nmetal or wood sash.
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PART 1 GENERAL

1.1 REFERENCES
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NOTE: The foll owi ng references should not be
manual |y edited except to add new references.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication.
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The publications listed below forma part of this section to the extent
ref erenced:

AMERI CAN ARCHI TECTURAL MANUFACTURERS ASSCCI ATI ON ( AAVA)

AANVA 800 (1992) Vol untary Specifications and Test
Met hods for Seal ants

AMERI CAN NATI ONAL STANDARDS | NSTI TUTE (ANSI )
ANSI Z797.1 (1984; R 1994) Anerican National Standards
for Safety dazing Material Used in
Bui I dings - Safety Perfornance
Speci fications and Met hods of Test
ASTM | NTERNATI ONAL ( ASTM
ASTM C 1036 (1991) Standard Specification for Flat

d ass
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ASTM C 669 (1995) Standard Specification for d azing
Conmpounds for Back Beddi ng and Face
d azing of Metal Sash

ASTM C 920 (2001) Standard Specification for
El ast oneric Joint Seal ants

U S. GENERAL SERVI CES ADM NI STRATI ON ( GSA)

FS TT- P-00791 (Rev B; Am2) Putty; Linseed-QO 1l Type,
(For Wbod- Sash-d azi ng)

UNDERWRI TERS LABCRATORI ES (UL)
UL Bld Mat Dir (1999) Building Materials Directory

.2 SUBM TTALS
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NOTE: Review subnmittal description (SD) definitions
in Section 01330, "Submittal Procedures," and edit
the following list to reflect only the submttals
required for the project. Subnmittals should be kept
to the mininumrequired for adequate quality
control. Include a columar |ist of appropriate
products and tests beneath each submittal

descri ption.
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The following shall be submitted in accordance with Section 01330,
"Subm ttal Procedures,” in sufficient detail to show full conpliance with
t he specification:

SD- 03 Product Data

Manuf acturers catal og data shall be subnmitted for the foll ow ng
itens:

Cl ear d ass

Tinted d ass

Tenpered d ass

Fi gured d ass

d azing Units
Fire-Rated Wred d ass
d azi ng Conpound

El astonmeri ¢ Seal i ng Conpound
d azi ng Tape

Wod Sash Putty

Bl ocks and Spacers

SD-07 Certificates

Certificates shall be subnitted for the following itens show ng
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1.

conformance with the referenced standards contained in this
secti on.

Tenpered d ass
Fire Rated Wred d ass

3 DELI VERY, STORAGE AND HANDLI NG
Manuf actured glass units shall be delivered and stored until installation
in the manufacturer's container's and shall be clearly marked on the

exterior as to type, and quantity of units.

When special noisture protection is required, glass shall be stored in
accordance with the nanufacturer's reconmendati ons.

PART 2 PRODUCTS

2.

2.

1 GLASS MATERI ALS
1.1 Cl ear d ass

d ass shall be plate or float type conforning to ASTM C 1036, Type |, C ass
1, Quality g3.

.1.2 Tinted d ass

d ass shall be plate or float type conforning to ASTM C 1036, Type |, C ass
3, Quality g3. Tint shall be [light green] [gray] [bronze].

. 1.3 Tenpered d ass

Tenpered gl ass shall conformto ANSI Z97.1 and shall bear the ANSI safety
gl ass mar ki ng.

d ass before tenpering shall be the plate or float type conforning to ASTM
C 1036, Type |, [Cass 1, Cear] [Cass 3, Tinted], Qality g3. Tint shall
be [light green] [gray] [bronze].

. 1.4 Fi gured d ass

d ass shall be rolled type conforming to ASTM C 1036, Type Il, [Cass 1
(Translucent)] [Class 3, (Tinted)], Quality g8 (d azing), Pattern p3
(Random), Finish f1 (patterned one side).

.1.5 d azing Units

Factory fabricated units shall be two panels of clear plate or float gl ass
separated by a dehydrated air space, hernetically seal ed.

.1.6 Fire-Rated Wred d ass

d ass shall be UL approved for fire windows and doors, shall be listed in
the UL Bld Mat Dir, Guide Designation KCMZ, and shall bear the UL listing
and marking. Thickness shall be 1/4 inch 6 mllinmeter. @ ass shall
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conformto ASTM C 1036, Type II, Cass 1, Form1, Mesh [nl] [or] Mesh [2].
.2 GLAZI NG MATERI ALS

2.1 d azi ng Conpound

El astic gl azi ng conpound shall conformto ASTM C 669.

Col or of the glazing compound shall match the color of the sash as closely
as possi bl e.

. 2.2 El ast oneri ¢ Seal i ng Conpound

Conpound shal |l be one-conmponent, nonsag, elastoneric type conformng to
ASTM C 920. Compound shall match the col or of the sash as closely as
possi bl e.

. 2.3 d azi ng Tape

Tape shall be non-skinning, non-oily, reinforced class, butyl- or
pol yi sobut yl ene-base resilient preformed conpound conformng to AAVA 800

.2.4 \Wod-Sash Putty

Putty shall be the pure linseed oil type conformng to FS TT-P-00791, Type
l.

. 2.5 Resilient Setting Blocks and Spacers

Bl ocks shall be solid chloroprene elastoneric extrusions having a Shore A
duroneter hardness between 70 and 90. Thickness shall be approximately the
sane as the gl ass-edge cl earance dinension; the length shall be 4 inches
100 millimeter, mninmm

Spacers shall be solid chloroprene el astoneric extrusions having a Shore A
duroneter hardness between 40 and 50. Spacers shall be 2 to 3 inches 50 to
80 millinmeter long with thickness and height to suit the application

.3 CLEANI NG SOLUTI ONS

Al'l cleaning solutions shall be conpatible with the glazing materials and
as reconmended by the gl ass nanufacturer or fabricator

PART 3 EXECUTI ON

.1 EXAM NATI ON AND PREPARATI ON
1.1 Exanm nati on

Prior to installation, exam ne glass and glazing naterials and correct
defects which may adversely affect glazing work.
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3.

1.2 Preparation

d ass and gl azing surfaces shall be cleaned prior to installation to renove
foreign matter, gl azing conmpounds, special coatings, dust, oil and
contam nants and wi pe dry.

.2 | NSTALLATI ON

d ass shall be installed in accordance with the manufacturer's printed
i nstructions and as specified.

per abl e sash shall nove freely and properly in the frame of the unit prior
to the start of glazing. Movable itens shall be securely fixed or in a
cl osed and | ocked position until the glazing material has set.

Si zes and proper edge cl earances shall be determi ned by neasuring the

actual unit to receive glass. Each piece of glass shall bear the
manufacturer's label to identify its type as well as thickness and quality.
Label s shall not be renmoved until final approval is obtained.

.3 GLASS PROTECTI ON

d azed openings shall be identified during the construction period by tapes
or flags that are not in contact with the gl ass.

Tenporary | abels shall be renpved after the glass and gl azi ng work has been
approved.

.4 CLEANI NG

Upon conpl etion of work, glass surfaces shall be cleaned and shall be free
of gl azing- or sealing-conpound, snears, and ot her defacenent.

-- End of Section --
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